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DESCRIPTION:
Bentogrout® is an easy mixing, organic-free, high-solids 
bentonite clay grout engineered to form a contaminant resistant 
seal without affecting groundwater chemistry.  Bentogrout is a 
technically superior replacement for traditional cement grouts.

RECOMMENDED USE:
Bentogrout should be used for sealing the annular space in 
tunnels, casings, monitoring wells to control contaminate 
infi ltration and preserve ambient groundwater quality.

CHARACTERISTICS:

MIXING AND APPLICATIONS:
Bentogrout should be mixed with a paddle mixer or a mud rotary 
recirculation system and pumped with a positive displacement 
pump. It can be mixed in a slurry up to 30% solids. Bentogrout 
remains placeable for up to two hours and sets in eight hours.

To achieve a 30% solids slurry, add one 50 lb bag of grout to 14 
gallons of freshwater. This ratio will yield approximately 2.2 cubic 
feet

PACKAGING:
50 lb multi-wall, water-resistant bags, 48 bags per pallet. All 
pallets are plastic-wrapped.

BENTOGROUT®

HIGH SOLIDS BENTONITE GROUT

PHYSICAL PROPERTIES OF DRY GROUT
PROPERTY TYPICAL VALUE
Color Gray
Bulk Density 55-lbs./ft3

Specifi c Gravity 2.5 gm/cm3

Sieve Size 200 mesh

PHYSICAL PROPERTIES OF GROUT WHEN MIXED TO 
30% SOLIDS
PROPERTY TYPICAL VALUE
Color Gray
Bulk Density 75.55-lbs./ft3

Permeability 1x10-7  to 1x10-9 cm/sec

Mud Weight 10.2 lbs./gal

Cone Penetrometer, 24-Hours 44 mm


