
w w w . C E T C O . c o m
2870 Forbs Avenue Hoffman Estates, IL 60192 
847.851.1800 | 800.527.9948

IMPORTANT: The information contained herein supersedes all previous printed 
versions, and is believed to be accurate and reliable. For the most up-to-date 
information, please visit www.CETCO.com. CETCO accepts no responsibility for 
the results obtained throught application of this product. CETCO reserves the 
right to update information without notice.

© 2010  CETCO  |  PRINTED IN THE USA ON RECYCLED PAPER  |  FORM:SGXTDS - 04/10

PRINTED MAY 2010
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DESCRIPTION:
Super Gel-X® is an easy mixing, high viscosity 200 bbl. yield fresh 
water drilling fl uid. Produced from the highest grade Wyoming 
sodium bentonite.

RECOMMENDED USE:
May be used for all types of freshwater mud rotary drilling.

CHARACTERISTICS: 
 Highly concentrated for maximum yield. 

 Mixes quickly and easily. 

 Reduces solids and increases lifting power. 

 Removes cuttings. 

 Cools and lubricates bit. 

 Stabilizes boreholes. 

 Helps prevent loss circulation. 

MIXING AND APPLICATIONS:
Mixing ratios are based on 200 bbl. yield material using fresh 
water. Level of water purity will affect bentonite performance. 
Prior to mixing, acidic and hard water should be treated with soda 
ash to a pH of 8.5-9.5. For best results, add Super Gel-X slowly 
through a jet/hopper mixer. 

Super Gel-X mixing ratios in pounds per 100 gallons of water.

BULK DENSITY:
54 lbs./ft.

PACKAGING: 
50 lb multi-wall, water-resistant bags, 48 bags per pallet. All 
pallets are plastic-wrapped.

Super Gel-X® is certifi ed to NSF/ANSI Standard 60, Drinking Water 
Treatment Chemicals - Health Effects.
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