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DESCRIPTION:
Medium Chips are natural sodium bentonite screened to ¼” to ⅜” 
in size.  This product is used to prevent or stop extreme fl uid loss 
in porous geology.  

RECOMMENDED USE:
Medium Chips are most effective in zones of gravel, cobbles and 
boulders to stop extreme fl uid loss and are specially designed 
to fi ll large voids and porous regions within the excavation. The 
chips are manually pushed into the voids by the drilling tool and 
immediately begin to swell to form a tight seal.

CHARACTERISTICS:
 Used in zones of gravel, cobbles and boulders

 Provides a permanent, fl exible seal

 Stops extreme fl uid loss

 Easily added during drilling

 Aids in shaft stability

MIXING AND APPLICATIONS:
Medium Chips should be added at dosage of 25 lbs directly into 
the excavation upon fi rst entering a formation of gravel, cobbles 
or boulders. The Medium Chips should be allowed to fall through 
the slurry to the bottom of the shaft.  The drilling tool is then 
placed in the bottom hole and spun slowly in reverse to disperse 
and push the chips toward the side walls.  Drilling may resume 
immediately after the application is complete.  Continue to add 
the recommended amount of Medium Chips every 10 ft during 
drilling until the bottom of the shaft or until a favorable formation 
change occurs.  Dosage may vary based on site conditions.

PACKAGING:
Medium Chips are available in 50 lb., 5-gallon pails
36/pallet
 

MEDIUM CHIPS
¼” – ⅜” GRANULAR FLUID LOSS ADDITIVE


