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TECHNICAL DATA

SODA ASH
pH ADJUSTER

DESCRIPTION:

Soda ash, a dry white powder, which separates calcium into
sodium and carbonate ions in solution. Soda Ash is used to pre-
treat the mix water prior to adding Shore Pac® foundation drilling
slurry

RECOMMENDED USE:

Soda ash is used to raise the pH of make-up water for Shore Pac
polymer slurry increasing the performance of the Shore Pac by
100%. Bentonite drilling fluids also benefit greatly with the use of
Soda Ash by precipitating the soluble calcium and raising the pH.

ADVANTAGES:
» Easy to mix and use.
» Economical method to increase pH.
» Maximizes yield of drilling fluid.

» Safe dry whiter powder.
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MIXING AND APPLICATIONS:

Soda ash should be added slowly through a Venturi Mixing
Hopper. Add soda ash until pH of 9.0 - 10.0 is obtained.
Suggested ratio is 5-6 Ibs. per 1000 gallons of mix water. Always
add Soda Ash 1st into mixing tank. Example; for a 20,000 gallon
mixing tank add 100 Ibs Soda Ash, then begin to add the Shore
Pac.

CHARACTERISTICS:

Physical Appearance White Powder

pH (1 % solution) 11.4

Specific gravity 2.51

Solubility 51 g/100 ml at 86°F/30°C
PACKAGING:

50 Ib. multi-wall, water-resistant bags, 49 bags per pallet; 50 Ib.
pails, 32 pails per pallet. All pallets are plastic-wrapped.

CETCO

versions, and is believed to be accurate and reliable. For the most up-to-date

information, please visit www.CETCO.com. CETCO accepts no responsibility for
the results obtained throught application of this product. CETCO reserves the

right to update information without notice.

www.CETCO.com
2870 Forbs Avenue Hoffman Estates, IL 60192
847.851.1800 | 800.527.9948

© 2010 CETCO | PRINTED IN THE USA ON RECYCLED PAPER | FORM:SATDS - 04/10



