LINING TECHNOLOGIES |

REMEDIATION TECHNOLOGIES

TECHNICAL DATA

XX-POLY™

DRILLING SYSTEMS

BUILDING ENVELOPE |

CONTRACTING SERVICES

CONCENTRATED DISPERSION LIQUID POLYMER

DESCRIPTION:

XX-Poly™ is an ultra-stable PHPA that does not separate or settle
and does not solidify in freezing weather conditions. Active
content is 50% twice that of other invert emulsion types. One
20-Ib jug of XX-Poly does double the work at %2 the weight of

the heavier and larger 40-lb pails. XX-Poly is a multi-functional
liquid polymer designed to improve drilling efficiency in drilled
shafts and trenching and walling applications through its rapid
field mixing, viscosity development, and clay and shale inhibition.
XX-Poly as an additive into a pre-mixed slurry, is an excellent
product to add for stabilizing the shaft overnight, and for viscosity
boost-up when experiencing fluid loss or slurry thinning from
contaminates.

RECOMMENDED USE:

Designed for use as a Foundation drilling polymer. When added
into Shore Pac slurry XX-Poly instantly boosts the viscosity, for
improved viscosity, fluid loss control, bit lubrication and shale

stabilization/inhibition. Delivers instant viscosifying performance.

CHARACTERISTICS:

» 2% gallon jug with large screw-on cap for easier use and
safety.

» Improves skin friction.

» Can be mixed directly in the borehole or excavation.

» Anionic PHPA viscosifier and inhibitor.

» Maintains borehole integrity, binds sands and gravels.
» Improves loading and removal of spoils.

» True dispersion liquid in environmentally safe mineral oil.
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MIXING AND APPLICATIONS:

Adjust mix water pH to above 9.0 to maximize product
performance. Always mix Soda Ash first, then add XX-Poly at a
slow, steady rate. To break down XX-Poly, add 1 gallon of Slurry
Buster per 1000 gallons of Shore Pac® slurry.

XX-POLY MIXING RATIOS:
Added to fresh water............ 1.0 to 2 gal. per 1000 gallons water.
Added to boost viscosity......1.0 gal. per 1000 gallons slurry fluid.

PACKAGING:

2.5-gallon pails - 60 pails per pallet. All pallets are plastic-
wrapped.
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